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1
SECONDARY BATTERY

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to and the benefit of
Korean Patent Application No. 10-2009-0111454, filed on
Nov. 18, 2009, the entire content of which is incorporated
herein by reference.

BACKGROUND

1. Field

Aspects of embodiments of the present invention relate to
a secondary battery.

2. Description of the Related Art

Recently, as electronic industrials, communication indus-
trials, and computer industrials are rapidly developed, por-
table electronic appliances are being widely used. In addition,
rechargeable secondary batteries are being typically used as
power sources of portable electronic appliances.

In general, a secondary battery includes a case configured
to receive an electrode assembly. Such secondary batteries are
classified into can-type secondary batteries, including pris-
matic-type aluminum cans and pouch-type aluminum cans
including thin pouches, according to the types of cases. The
case of a can-type secondary battery is formed by welding a
cap plate to an opening of a can, and the case of a pouch-type
secondary battery is formed by heat-welding the edges of two
sheets.

SUMMARY

According to aspects of embodiments of the present inven-
tion, a secondary battery substantially overcomes one or more
of the problems due to the limitations and disadvantages of
the related art.

According to an aspect of embodiments of the present
invention, a secondary battery includes a support body receiv-
ing an electrode assembly.

According to another aspect of embodiments ofthe present
invention, a secondary battery has a simple structure.

According to another aspect of embodiments ofthe present
invention, a secondary battery has improved sealing perfor-
mance.

According to one embodiment of the present invention, a
secondary battery includes: an electrode assembly; a support
body receiving the electrode assembly; and an external mem-
ber coupled to the support body, and the support body and the
external member together enclose the electrode assembly.

The secondary battery may further include an adhesive
coupling the external member to the support body.

The support body may have a first adhesive groove config-
ured to receive the adhesive. The support body may have a
second adhesive groove substantially parallel to the first
adhesive groove.

A width of a first part of the support body where the
adhesive is located thereon may be less than a width of a
second part of the support body where the support body is
coupled to the external member.

The second part of the support body may include a portion
without the adhesive thereon, the portion of the second part
being coupled to the external member through heat welding
and adhesive.

The support body may include a base portion, a first wing
portion, and a second wing portion, and the first and second
wing portions may extend from opposite ends of the base
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portion and face each other. The first and second wing por-
tions may be substantially perpendicular to the base portion.

An end of the first wing portion may have a rounded edge,
and an end of the second wing portion may have a rounded
edge.

The electrode assembly may include first and second ends
opposite each other, and first and second sides connecting the
first and second ends to each other, and the support body may
have a tetragonal shape surrounding the first and second ends
and the first and second sides of the electrode assembly.

An inner surface of the support body may have a seat recess
in which a portion of the electrode assembly is received. The
seat recess may have a rounded outer edge.

The external member may have a sheet shape. In one
embodiment, the external member includes a first portion
having a sheet shape and a second portion substantially par-
allel to the first portion and having a sheet shape. The external
member may further include a third portion substantially
perpendicular to and connecting the first and second portions
and having a sheet shape.

According to another embodiment of the present invention,
a secondary battery includes: an electrode assembly includ-
ing a first electrode plate and a second electrode plate; and a
support body receiving the electrode assembly and including
a body and a terminal forming part, wherein the terminal
forming part is provided with a first electrode terminal elec-
trically connected to the first electrode plate and a second
electrode terminal electrically connected to the second elec-
trode plate, and the terminal forming part is integrally formed
with the body.

The terminal forming part may include: a first terminal part
including a first sealing part that surrounds the first electrode
terminal and is integrally formed with the body; and a second
terminal part including a second sealing part that surrounds
the second electrode terminal and is integrally formed with
the body.

The first sealing part and the second sealing part may have
higher melting temperatures than a melting temperature of
the body.

The first terminal part may include a first terminal adhesive
layer between the first sealing part and the first electrode
terminal, and the second terminal part may include a second
terminal adhesive layer between the second sealing part and
the second electrode terminal.

The terminal forming part may include a sealing part sur-
rounding both the first and second electrode terminals and
integrally formed with the body. The sealing part may have a
higher melting temperature than a melting temperature of the
body.

The support body may include a body adhesive layer
between the terminal forming part and the body.

The body adhesive layer may include a same material as a
material of the body.

The first electrode terminal may include a first inner con-
nection part extending from the body to the electrode assem-
bly, and the second electrode terminal may include a second
inner connection part extending from the body to the elec-
trode assembly.

The body may have a storage recess in which the first and
second inner connection parts are bent and stored.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other features and advantages will become
more apparent to those of ordinary skill in the art by describ-
ing in detail some exemplary embodiments of the present
invention with reference to the attached drawings, in which:
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FIG. 1 is a perspective view of a secondary battery accord-
ing to an embodiment of the present invention;

FIG. 2 is an exploded perspective view of the secondary
battery of FIG. 1;

FIG. 3 is a cross-sectional view of the secondary battery of
FIG. 1 taken along line A-A;

FIG. 4 is a cross-sectional view of the secondary battery of
FIG. 1 taken along line B-B;

FIG. 5 is a cross-sectional view of the secondary battery
FIG. 1 taken along line C-C;

FIG. 6 is a plan view of the secondary battery of FIG. 1;

FIG. 7 is a partial enlarged view of a surrounding of a first
sealing part of the secondary battery of FIG. 1;

FIG. 8 is a partial enlarged view of a surrounding of a
second sealing part of the secondary battery of FIG. 1;

FIG. 9 is a plan view of a secondary battery according to
another embodiment of the present invention;

FIG. 10 is a cross-sectional view of a secondary battery
according to another embodiment of the present invention;
and

FIG. 11 is an exploded perspective view of a secondary
battery according to another embodiment of the present
invention.

DETAILED DESCRIPTION

Some exemplary embodiments will now be described more
fully hereinafter with reference to the accompanying draw-
ings; however, embodiments of the present invention may be
embodied in different forms and should not be construed as
limited to the exemplary embodiments illustrated and set
forth herein. Rather, these exemplary embodiments are pro-
vided by way of example for understanding of the invention
and to convey the scope of the invention to those skilled in the
art.

A secondary battery according to one exemplary embodi-
ment will be described in detail with reference to FIGS. 1
through 8.

FIG. 1 is a perspective view of a secondary battery accord-
ing to an embodiment of the present invention. FIG. 2 is an
exploded perspective view of the secondary battery of FIG. 1.
FIG. 3 is a cross-sectional view of the secondary battery of
FIG. 1 taken along line A-A. FIG. 4 is a cross-sectional view
of'the secondary battery of FIG. 1 taken along line B-B. FIG.
5 is a cross-sectional view of the secondary battery of FIG. 1
taken along line C-C. FIG. 6 is a plan view of the secondary
battery of FIG. 1. FIG. 7 is a partial enlarged view of a
surrounding of a first sealing part of the secondary battery of
FIG. 1. FIG. 8 is a partial enlarged view of a surrounding of a
second sealing part of the secondary battery of FIG. 1.

Referring to FIGS. 1 through 5, a secondary battery 100
includes an electrode assembly 110, a support body 120, and
an external member 140. The secondary battery 100 is con-
figured to store electrical energy supplied from a charger (not
shown), and supply the stored electrical energy to an external
load (not shown).

The electrode assembly 110, in one embodiment, has a thin
and wide shape (e.g., a flattened shape) and includes a first
electrode plate 111, a second electrode plate 112, and sepa-
rators 113 and 114 disposed between the first electrode plate
111 and the second electrode plate 112. The electrode assem-
bly 110, in one embodiment, has a wound jelly roll shape. The
electrode assembly 110 includes a first end 1154 and a second
end 1156 disposed at opposite ends along a winding center
line X, and a side surface 116 connecting the first and second
ends 115a and 1155. The wound first and second electrode
plates 111 and 112 and the separators 113 and 114 are
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exposed at the first and second ends 1154 and 1155 in one
embodiment. The side surface 116 includes first and second
long side surfaces 117a and 1175 disposed on opposite sides,
and first and second short side surfaces 1184 and 1185 dis-
posed on opposite sides and connecting the first and second
long side surfaces 117a and 1175. The long side surfaces
117a and 1175, in one embodiment, are longer than the short
side surfaces 118a and 1185 along a winding direction. The
long side surfaces 117a and 1175 are generally flat, and the
short side surfaces 118a and 1185 are rounded (e.g., convexly
rounded outward from the winding center line X).

The first electrode plate 111, in one embodiment, is
coupled with a conductive first electrode tab 1114, and the
second electrode plate 112 is similarly coupled with a con-
ductive second electrode tab 112a. The first electrode tab
111a and the second electrode tab 1124, in one embodiment,
protrude from the first end 1154 of the electrode assembly
110. In one embodiment, the first electrode plate 111 is a
positive electrode plate, and the second electrode plate 112 is
a negative electrode plate. Accordingly, the first electrode tab
111a is a positive tab, and the second electrode tab 112a is a
negative tab. However, the present invention is not limited
thereto. For example, the first electrode plate 111 may be a
negative electrode plate, and the second electrode plate 112
may be a positive electrode plate. Accordingly, the first elec-
trode tab 111a may be a negative tab, and the second electrode
tab 112a may be a positive tab.

The support body 120 includes a body 121 and a terminal
forming part 130. The support body 120 receives the elec-
trode assembly 110, provides structural support in the sec-
ondary battery 100, and provides terminals. The support body
120 may be formed using a method such as double injection.
That is, the support body 120 may be fabricated by sequen-
tially forming the terminal forming part 130 and the body 121
in a double injection machine.

The body 121, in one embodiment, includes a base part
122, a first wing part 123, a second wing part 124, and a first
adhesive groove 125. The body 121 surrounds or partially
surrounds the electrode assembly 110 and provides structural
support to the secondary battery 100. In one embodiment, the
body 121 surrounds the electrode assembly 110 on three
sides. In one embodiment, the body 121 is formed of an
insulating material, such as polypropylene (PP).

The base part 122, in one embodiment, has a bar shape
extending along a first direction and covers the first end 1154
of the electrode assembly 110. The base part 122, in one
embodiment, is provided with the terminal forming part 130.
Further, in one embodiment, the base part 122 includes a
storage recess 122a (see FIG. 5) facing the first end 1154a of
the electrode assembly 110. The first and second electrode
tabs 111a and 1124 of the electrode assembly 110 are bent
and stored in the storage recess 122a. In addition, electrolyte
may be stored in the storage recess 122a. The first and second
wing parts 123 and 124 are connected to opposite ends of the
base part 122 along the longitudinal direction of the base part
122.

The first wing part 123, in one embodiment, has an elon-
gated bar shape or rod shape and extends in a second direction
that is approximately perpendicular to the base part 122. The
first wing part 123, in one embodiment, covers the first short
side surface 1184 of the electrode assembly 110. Further, the
first wing part 123, in one embodiment, includes a first seat
recess 123a facing the first short side surface 118a of the
electrode assembly 110. At least a portion (e.g., a convex
portion) of the first short side surface 118a of the electrode
assembly 110 is inserted into the first seat recess 123a. The
first seat recess 123a fixes the electrode assembly 110 in at
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least one direction and provides a space for receiving electro-
Iyte. Outer edges 1235 of the first seat recess 123a are
rounded in one embodiment to protect the electrode assembly
110.

The second wing part 124, in one embodiment, has an
elongated bar shape or rod shape and extends in the second
direction that is approximately perpendicular to the base part
122 and parallel to the first wing part 123. The second wing
part 124, in one embodiment, covers the second short side
surface 1186 of the electrode assembly 110. Further, in one
embodiment, the second wing part 124 is provided with a
second seat recess 124a facing the second short side surface
1186 of the electrode assembly 110. At least a portion (e.g., a
convex portion) of the second short side surface 1185 of the
electrode assembly 110 is inserted into the second seat recess
1244. The second seat recess 124a fixes the electrode assem-
bly 110 in at least one direction and provides a space for
receiving electrolyte. Outer edges 12456 of the second seat
recess 124a are rounded in one embodiment to protect the
electrode assembly 110.

The first adhesive groove 125 receives an adhesive 126 and,
in one embodiment, extends on the body 121 along a first
surface 121a, a second surface 1215, a first end surface 121c¢,
and a second end surface 121d. The first surface 121a of the
body 121 and the first long side surface 117a of the electrode
assembly 110 face a same direction as one another. Similarly,
the second surface 1215 of the body 121 and the second long
side surface 1175 of the electrode assembly 110 face a same
direction as one another that is opposite the direction in which
the first surface 121a and the first long side surface 117a of the
electrode assembly 110 face. The first and second surfaces
121a and 1215 of the body 121, in one embodiment, each
include portions of the base part 122, the first wing part 123,
and the second wing part 124. The first end surface 121¢ of the
body 121 is an end surface of the first wing part 123, and the
second end surface 1214 of the body 121 is an end surface of
the second wing part 124. Edges 12141, 12142, 12151, and
12152 where the first and second surfaces 121a and 1215 are
connected to the first and second end surfaces 121¢ and 1214
are rounded in one embodiment to protect the external mem-
ber 140. The external member 140, in one embodiment, is
attached to the body 121 through the adhesive 126.

The terminal forming part 130, in one embodiment, is
integrally formed with the body 121, and includes a first
terminal part 130a and a second terminal part 13056. The
terminal forming part 130, in one embodiment, is disposed in
the base part 122 of the body 121, and provides terminals of
the secondary battery 100.

The first terminal part 130a includes a first electrode ter-
minal 131a and a first sealing part 1334, and supports the first
electrode terminal 1314 in the body 121.

The first electrode terminal 131a, in one embodiment,
includes a long, thin metal plate. The first electrode terminal
131a, in one embodiment, is electrically connected to the first
electrode tab 111q that is a positive electrode tab, so that the
first electrode terminal 131a functions as a positive terminal
of the secondary battery 100.

The first electrode terminal 131a includes a first outer
connection part 131al, a first insulated part 13142, and a first
inner connection part 131a3 that are sequentially located
along a longitudinal direction of the first electrode terminal
131a. The first outer connection part 1314l extends from the
base part 122 of the body 121 to a side opposite the electrode
assembly 110, so that the first outer connection part 131al
can be electrically connected to a protective circuit part (not
shown). In one embodiment, a first insulating tape 1324 is
wound around the firstinsulated part 13142 (e.g., between the

10

15

20

25

30

35

40

45

50

55

60

65

6

first insulated part 13142 and the base part 122 of the body
121) for insulating. The first inner connection part 131a3
extends from the base part 122 of the body 121 to the elec-
trode assembly 110, and is coupled to the first electrode tab
111a of the electrode assembly 110 through a process such as
welding. The first inner connection part 131a¢3 and the first
electrode tab 111a are bent together, in one embodiment, and
stored in the storage recess 122a of the body 121.

The first sealing part 133a, in one embodiment, surrounds
the first insulating tape 132a wound around the first electrode
terminal 131a. The first sealing part 133« seals the space
between the first electrode terminal 1314 and the body 121,
and supports the first electrode terminal 131a. The first seal-
ing part 133a may be formed using a method such as double
injection before forming the body 121. To this end, the first
sealing part 1334, in one embodiment, is formed of a polymer
having a higher melting point than that of the body 121. The
first sealing part 1334, in one embodiment, is attached to the
first electrode terminal 131a through a first terminal adhesive
layer 134a disposed between the first sealing part 133a and
the first insulating tape 132a (see FIG. 7). The first sealing
part 1334, in one embodiment, is attached to the body 121
through a first body adhesive layer 135a disposed between the
first sealing part 133a and the body 121 (see FIG. 7). The first
body adhesive layer 1354, in one embodiment, is formed of a
same or similar material as a resin material of the body 121, so
that the first body adhesive layer 1354 is strongly attached to
the body 121 when the resin of the body 121 is injected.

The second terminal part 1305 includes a second electrode
terminal 1315 and a second sealing part 1335, and supports
the second electrode terminal 1315 in the body 121.

The second electrode terminal 1315, in one embodiment,
includes a long, thin metal plate. The second electrode termi-
nal 13154, in one embodiment, is electrically connected to the
second electrode tab 1124 that is a negative electrode tab, so
that the second electrode terminal 1315 functions as a nega-
tive terminal of the secondary battery 100.

The second electrode terminal 1315 includes a second
outer connection part 13151, a second insulated part 131562,
and a second inner connection part 13163 that are sequen-
tially located along a longitudinal direction of the second
electrode terminal 1315. The second outer connection part
13151 extends from the base part 122 ofthe body 121 to a side
opposite the electrode assembly 110, so that the second outer
connection part 13151 can be electrically connected to the
protective circuit part (not shown). In one embodiment, a
second insulating tape 1326 is wound around the second
insulated part 13152 (e.g., between the second insulated part
13152 and the base part 122 of the body 121) for insulating.
The second inner connection part 13163 extends from the
base part 122 of the body 121 to the electrode assembly 110,
and is coupled to the second electrode tab 112a of the elec-
trode assembly 110 through a process such as welding. The
second inner connection part 13153 and the second electrode
tab 112a are bent together, in one embodiment, and stored in
the storage recess 1224 of the body 121.

The second sealing part 1335, in one embodiment, sur-
rounds the second insulating tape 1326 wound around the
second electrode terminal 1315. The second sealing part 1335
seals the space between the second electrode terminal 1315
and the body 121, and supports the second electrode terminal
13154. The second sealing part 1335 may be formed using a
method such as double injection before forming the body 121.
To this end, the second sealing part 1335, in one embodiment,
is formed of a polymer having a higher melting point than that
of'thebody 121. The second sealing part 1335, in one embodi-
ment, is attached to the second electrode terminal 1315
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through a second terminal adhesive layer 1344 disposed
between the second sealing part 1335 and the second insulat-
ing tape 1325 (see FIG. 8). The second sealing part 1335, in
one embodiment, is attached to the body 121 through a sec-
ond body adhesive layer 1355 disposed between the second
sealing part 1335 and the body 121 (see FIG. 8). The second
body adhesive layer 1355, in one embodiment, is formed of a
same or similar material as a resin material of thebody 121, so
that the second body adhesive layer 1355 is strongly attached
to the body 121 when the resin of the body 121 is injected.

The external member 140, in one embodiment, has a sheet
shape (e.g., a folded or bent sheet shape) and, together with
the support body 120, provides a space for receiving the
electrode assembly 110. That is, in one embodiment, the
external member 140, together with the support body 120,
enclose, or surround, the electrode assembly 110. In one
embodiment, the external member 140 includes a first portion
140a that is coupled to the first surface 121a of the body 121
and covers the first long side surface 117a of the electrode
assembly 110, a second portion 1405 that is coupled to the
second surface 1215 of the body 121 and covers the second
long side surface 1175 of the electrode assembly 110, and a
third portion 140c¢ connecting the first and second portions
140a and 1405 that is coupled to the first and second end
surfaces 121¢ and 121d of the body 121 and covers the second
end 11556 of'the electrode assembly 110. The external member
140, in one embodiment, is coupled to the body 121 through
heat welding and the adhesive 126 along the first surface
121a, the second surface 1215, the first end surface 121¢ and
the second end surface 121d. For the coupling through heat
welding, the width of a part where the adhesive 126 is dis-
posed is less than the widths of parts where the external
member 140 is in contact with the first surface 121a, the
second surface 1215, the first end surface 121¢, and the sec-
ond end surface 1214 of the body 121.

A typical pouch provided to a pouch-type secondary bat-
tery may be used for the external member 140. The external
member 140 may have a triple-layered structure of a polyole-
fin layer, an aluminum layer, and a nylon layer. The polyolefin
layer may be thermally adhesive to function as a sealant and
may be formed of cast polypropylene (CPP). The aluminum
layer functions as a base material for maintaining physical
strength of the external member 140, and further functions as
a barrier layer against moisture and oxygen. The nylon layer
functions as a base material and a protective layer.

A secondary battery according to another embodiment of
the present invention will now be described with reference to
FIG. 9.

FIG. 9 is a plan view of a secondary battery according to
another embodiment of the present invention. Like reference
numerals denote like elements throughout the descriptions of
the current and previous embodiments. Furthermore, in the
current embodiment, descriptions of the like elements will be
omitted.

Referring to FIG. 9, a secondary battery 200 includes a
terminal forming part 230. Except for the terminal forming
part 230, a configuration of the secondary battery 200 is the
same as that of the secondary battery 100, and thus, a descrip-
tion thereof will be omitted.

The terminal forming part 230 is integrally formed with the
body 121, and includes the first electrode terminal 131q, the
first insulating tape 132a surrounding the first electrode ter-
minal 131a, the second electrode terminal 1315, the second
insulating tape 13254 surrounding the second electrode termi-
nal 1315, and a sealing part 233. Since the rest of the terminal
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forming part 230 except for the sealing part 233 is the same as
the configuration of the previous embodiment, a description
thereof will be omitted.

The sealing part 233 surrounds both the first insulating tape
1324 wound around the first electrode terminal 131a and the
second insulating tape 13256 wound around the second elec-
trode terminal 1315. The sealing part 233 seals the space
between the first electrode terminal 131a and the body 121
and the space between the second electrode terminal 1315
and the body 121, and supports the first electrode terminal
131a and the second electrode terminal 13154. Since the single
sealing part 233 is provided with the first and second elec-
trode terminals 131a and 1315, a structure is simplified and a
manufacturing process is facilitated.

A secondary battery according to another embodiment of
the present invention will now be described with reference to
FIG. 10.

FIG. 10 is a cross-sectional view of a secondary battery
according to another embodiment of the present invention.
Like reference numerals denote like elements throughout the
descriptions of the current embodiment and the embodiment
of FIGS. 1 through 8. Furthermore, in the current embodi-
ment, descriptions of the like elements will be omitted.

Referring to FIG. 10, a secondary battery 300 includes a
support body 320 having a second adhesive groove 325. Since
the rest of the secondary battery 300 except for the second
adhesive groove 325 is the same as the configuration of the
secondary battery 100, a description thereof will be omitted.

The second adhesive groove 325 is adjacent and parallel to
the first adhesive groove 125. The second adhesive groove
325 receives adhesive 326, which may be the same as the
adhesive 126. Adhesives 126 and 326 are applied between the
respective first and second adhesive grooves 125 and 325
before the external member 140 is attached. An adhesive
remainder generated while the external member 140 is
attached is received by the first and second adhesive grooves
125 and 325 on both sides, thus facilitating the attaching of
the external member 140.

A secondary battery according to another embodiment of
the present invention will now be described with reference to
FIG. 11.

FIG. 11 is an exploded perspective view of a secondary
battery according to another embodiment of the present
invention. Like reference numerals denote like elements
throughout the descriptions of the current embodiment and
the embodiment of FIGS. 1 through 8. Furthermore, in the
current embodiment, descriptions of the like elements will be
omitted.

Referring to FIG. 11, a secondary battery 400 includes the
electrode assembly 110, a support body 420, a first external
member 440aq, and a second external member 4405. The
electrode assembly 110 is described in the embodiment of
FIG. 1 and, therefore, will not be described again.

The support body 420 includes a body 421 having a closed
shape (e.g., closed on four sides). Since the rest of the support
body 420 except for the body 421 is the same or substantially
the same as that of the embodiment of FIGS. 1 through 8, a
description thereof will be omitted.

The body 421, in one embodiment, has a tetragonal shape,
and surrounds the first end 1154, the second end 11554, the first
short side surface 118a, and the second short side surface
1185 of the electrode assembly 110. An adhesive 426, in one
embodiment, is applied on both side surfaces of the body 421.

The first and second external members 440a and 4405 are
coupled to the side surfaces of the body 421 through the
adhesive 426. Since the material of the first and second exter-
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nal members 440a and 4405 is the same as that of the external
member 140, a description thereof will be omitted.

According to embodiments of the present invention, the
support body receiving the electrode assembly is coupled
with the external member having a sheet shape, and the ter-
minal parts are integrally formed with the support body. As a
result, embodiments of a secondary battery according to the
present invention have a simplified structure and improved
sealing performance.

In addition, because the inside of the support body is pro-
vided with the seat recesses on which portions of the electrode
assembly are placed, the electrode assembly is stably sup-
ported, and the use of space is improved in embodiments of
the present invention.

Furthermore, since the inside of the support body is pro-
vided with the storage recess for storing the electrode termi-
nals and the electrode tabs of the electrode assembly, the use
of'space is promoted in embodiments of the present invention.

Moreover, in embodiments of the present invention,
because the seat recesses and the storage recess may store
electrolyte, the capacity and service life of the secondary
battery can be increased.

Exemplary embodiments of the present invention have
been disclosed herein, and although specific terms are
employed, they are used and are to be interpreted in a generic
and descriptive sense only and not for purpose of limitation.
Accordingly, it will be understood by those of ordinary skill
in the art that various changes in form and details may be
made without departing from the spirit and scope of the
present invention as set forth in the following claims.

What is claimed is:

1. A secondary battery comprising:

an electrode assembly comprising a first electrode, a sec-

ond electrode, and a separator;
a support body receiving the electrode assembly and com-
prising:
a base portion;
a first wing portion; and
asecond wing portion, the first and second wing portions
extending from opposite ends of the base portion and
facing each other and directly contacting at least one
of the first electrode, the second electrode, and the
separator; and
an external member comprising a first sheet and a second
sheet substantially parallel to the first sheet, the first and
second sheets being coupled to the support body,

wherein the support body and the external member
together enclose the electrode assembly, and
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wherein inner surfaces of the first and second wing portions
define seat recesses receiving a portion of at least one of
the first electrode and the second electrode of the elec-
trode assembly therein.

2. The secondary battery as claimed in claim 1, further
comprising an adhesive coupling the external member to the
support body.

3. The secondary battery as claimed in claim 2, wherein the
support body has a first adhesive groove configured to receive
the adhesive and a second adhesive groove substantially par-
allel to the first adhesive groove.

4. The secondary battery as claimed in claim 2, wherein a
width of a first part of the support body where the adhesive is
located thereon is less than a width of a second part of the
support body where the support body is coupled to the exter-
nal member.

5. The secondary battery as claimed in claim 4, wherein the
second part of the support body comprises a portion without
the adhesive thereon, the portion of the second part being
coupled to the external member through heat welding.

6. The secondary battery as claimed in claim 1, wherein the
first and second wing portions are substantially perpendicular
to the base portion.

7. The secondary battery as claimed in claim 1, wherein an
end of the first wing portion has a rounded edge, and an end of
the second wing portion has a rounded edge.

8. The secondary battery as claimed in claim 1, wherein the
electrode assembly comprises first and second ends opposite
each other, and first and second sides connecting the first and
second ends to each other, and

the support body has a tetragonal shape surrounding the

first and second ends and the first and second sides of the
electrode assembly.

9. The secondary battery as claimed in claim 1, wherein the
seat recess has a rounded outer edge.

10. The secondary battery as claimed in claim 1, wherein
the external member further comprises a third sheet substan-
tially perpendicular to and connecting the first and second
sheets.

11. The secondary battery as claimed in claim 1, wherein
the external member has a triple-layer structure comprising at
least two different materials.

12. The secondary battery as claimed in claim 1, wherein a
width of the seat recess is less than an outermost width of the
electrode assembly.



